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JWE Press 
 
The JWE Series Press includes the following features: 

• driven by electric motor, 230 V,(110V or 380V optional) 0,75 kW, single speed, 

• control panel included left, right, stop button (JWE-series) 

• electronic safety-system on top roller, operated by light sensors. Light beam interruption shuts off motor. 

(prevents entering of fingers between cylinder and bed).  

• motor automatically shuts off at both ends of bed 
 

 

 
Unpacking your JWE Series  

 

 
 

The press is fixed to a wooden pallet and is packed and wrapped in cardboard and plastic foil. Take this packing 
material from the press and take the screws out that fix the machine on the pallet. The machine should now be lifted 

to be able to take the pallet out. The two shafts between the side frames and positioned above the top roller, are 

strong enough to carry the weight during this process. 
You should clean the rollers first. For safety reasons these rollers are packed with grease paper and plastic tape. 

Make a very small cut in the plastic tape which allows you to peel off this material. The rollers must be cleaned 

from grease with a solvent . The rollers must be clean and dry before use. It is advisable however to check the four 
guides, fixed on top of the side frames, that keep the bed plate in place. 

Also the steel bars between the side frames that carry the plastic rollers might be adjusted (see drawing above). 
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The four bed guides can be shifted sideways, which changes the open space between the guide and the bed. This 

space should be approximately 1 or 2 mm. (Play "A"). It is important that all the bed guides are in line and have 

about the same play. These guides can be secured with the hexagon bolts. 
The position of the round bars with plastic rollers can be changed vertically. With an "Allen key" the hexagonal 

screw can be untightened which allows the change of position. The plastic rollers should always have a certain play 

between the bed (Play "B"). Because of the presence of this space it is always certain the bed is in full contact with 
the lower roller, which minimizes slippage. 

 

Instructions for operating the machine 

 

This machine should be connected to a 220-250 V AC outlet with PE (earth) connection to avoid electrical shock. 

Any alterations in the electrical circuit or the programme of the inverter should be performed by qualified 
electricians. 

 

Starting the machine: 

1. Connect the plug to a 220 VAC outlet. 

2. Put the "main switch" into the "on" position (vertical) 

3. Now two LEDs (little lamps; yellow and red) on both photo-electric detectors must be lit. These detectors are 
situated on each side of the top cylinder, near the metal box that contains the drive system. If the detectors do not 

show the yellow and red, they are not correctly aligned or there is something in between the detector and the 

reflector.  
The location of the detectors can also be changed vertically. If you are printing from woodcuts it might be 

necessary to fix the detectors a bit higher. If anything interferes with the light-beam from these detectors, the 

machine will stop automatically. 
4. Push the "start/rest" pushbutton during 2 seconds. Orange indication lamp should remain lit. 

5. Test the pushbutton towards the right, stop (red 0), and pushbutton left. The lower roll should move the plate in 

the right directions. 
 

Stopping the Machine 

This machine is equipped with two stop circuits: 
A. An emergency stop circuit. Parts of this circuit are: 

1. the separate emergency stop switch (mushroom-type). 

2. the photo-electric detectors. 
3. fault indication relay of the inverter. 

This emergency stop circuit should only be used in case of emergency. 

B. A functional start/stop circuit. 
In this case you only use the pushbutton "off" (red 0) to stop, and the pushbuttons right ways/left ways to start. 

Note: two limit switches are fitted to ensure the motor will stop when the end of the bedplate reaches the lower roll. 

 
Fuses 

There are two fuses fitted in the side panel of the cabinet, just beneath the main switch, both preferably ceramic 

6x32mm. The left one is the main fuse: 16 Amp., the right one is the control circuit fuse: 6,3 Amp. 
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Main Electrical Circuit  

 
 
Control Circuit  
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Using the Press 

 

For Intaglio (Etching/Engraving etc.): 
 

 
 
For Relief (Lino/Woodcut etc.) 
 

 
 
 

Maintenance 

 

• The bearings of this do press not need lubrication. (all ball bearings) 

• It is recommended to use and store this press in a dry room, to prevent rusting. (For example, etching with 

aggressive agents should be done in a different room, for the same reason) 

• The electric system, as well as the gearing systems, do not need maintenance. These systems are designed 

to work in industrial environments. 

• The light detecting system is sensible to dust. Clean the glasses of the detectors on a regular basis, as well 
as the reflectors. 
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